AMENDMENTS TO THE SPECIFICATION 


Please replace paragraph 0018 beginning on page 6 with this replacement paragraph: 

In some embodiments of the present invention, as seen in Figure 4A, dental compound 
cleaning dispenser 401 is attached to dental mirror 301 by attachment portion 402. In some 
embodiments, attachment portion 402 is made up of two or more elastic clips 403 which are 
coupled to the main body 404 of dental cleaning compound dispenser 401 at or near opposite 
ends 405, 406. In some embodiments, only one clip is used. In some embodiments, main 
body 404 has an orifice 407 within which dental cleaning compound will deposit upon 
actuation of the dispenser. Orifice 407 may be an opening in the main body 404 along 
principal axis 430 at end 406 or may open out at another angle. In some embodiments, 
principal axis 43© 703 is predominantly parallel to dental mirror principal axis 312. Prophy 
cup 103 may be dipped into orifice 407 in order to transfer additional cleaning compound to 
prophy cup 103 

Please replace paragraph 0025 beginning on page 9 with this replacement paragraph: 

In some embodiments, as seen in Fig. 6 A, dispenser 601 includes annulus 602 which 

is disposed to slide over handle 3 1 1 of dental mirror 301 . Main body 601 603 may include 

neckdown 604, which provides an opening for the dispensing of cleaning compound 411. 

The opening is made once tear tab 605 is torn, which creates the opening at neckdown 604. 
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